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IMPORTANT DIMENSIONS TO FIT ON ENGINE

TECHNICAL DATA

APPLICATIONS CROSS REFERENCES

Nominal voltage 12V
Rated output 2,7kW
Rated speed 1 500min
Static torque 55Nm

Pinion teeth number 10
Module 3,175
Pressure angle 20°
Weight 5,3kg

1. DAEWOO AVIA
2. CASE IH
3. MASSEY-FERGUSON
4. PERKINS
5. RENAULT

-1

Bosch 0 001 367 040
Delco Remy 11924817; 19024820; DRS3287
Iskra IS 0509; 11.130.509; AZJ3144
Lucas LRS00232
Valeo 433316

ADI DEM1607
HC Parts CS 201
Hella 8EA 726 027-001

Case IH 234 987 A1
Landini 3542 185 M91; 3542 185 M92
M-F 169 180 6R1; 186 009 3M2
Perkins 2873 B 057
Renault 60 05 003 154; 77 01 031 686

http://www.magneton.eu


BRAND MODEL ENGINE PRODUCTION YEAR
TYPE kW PS ccm

IH

-
LANDINI

1394 01/84 -
IH 1494 01/84 -
IH 1594 01/84 -
IH 1690 01/84 -
IH 1694 01/84

10000S A6.354.4
LANDINI 12500 A6.354.4
LANDINI 13000 A6.354.4

LANDINI C 95 T4.236
LANDINI CF 6830 A4.236

LANDINI 14500 AT6.354.4
LANDINI 65 A4.236
LANDINI 6560 F/L/V A4.236
LANDINI 6860 A4.236
LANDINI 6880 A4.236
LANDINI 75 A4.236
LANDINI 7560 F/L A4.236
LANDINI 7860 A4.236
LANDINI 7880 A4.236
LANDINI 85 A4.248
LANDINI 8560 A4.248
LANDINI 8860 A4.248
LANDINI 8880 A4.248
LANDINI 9080 T4.236
LANDINI 95 T4.236
LANDINI 9880 T4.236
LANDINI C 75 A4.236
LANDINI C 85 A4.248

LANDINI CF 75 A4.236
LANDINI CF 85 A4.248

MF 102 Perkins A6.372 01/72 -
MASSEY-FER MF 102 Perkins AT6.354 01/73 -
MASSEY-FER MF 105 01/77 -
MASSEY-FER MF 1080 S-4RM Perkins A4.318
MASSEY-FER MF 1085 Perkins A4.318
MASSEY-FER MF 11 01/77 -
MASSEY-FER MF 1100 Perkins A6.354 01/77 -
MASSEY-FER MF 1104 Perkins A6.354 01/73 -
MASSEY-FER MF 1114 Perkins A6.354 01/77 -
MASSEY-FER MF 12500 Perkins A6.354.4 01/77 -
MASSEY-FER MF 178 Perkins A4.248
MASSEY-FER MF 186 01/69 - 01/71
MASSEY-FER MF 201 01/72 - 01/77
MASSEY-FER MF 205 01/77 - 01/78
MASSEY-FER MF 206 01/73 -
MASSEY-FER MF 207 01/72 - 12/97
MASSEY-FER MF 298 Perkins A4.318.2 01/83 -
MASSEY-FER MF 30 01/82 -
MASSEY-FER MF 3050 Perkins A4.236 01/88 -
MASSEY-FER MF 3060 Perkins A4.248 01/88 -
MASSEY-FER MF 3065 Perkins AT4.236 01/88 -
MASSEY-FER MF 307 01/73 -
MASSEY-FER MF 3070 Perkins AT4.236 01/88 -

MASSEY-FERGUSON
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BRAND MODEL ENGINE PRODUCTION YEAR
TYPE kW PS ccm

TD MASSEY-FERGUSON MF 365 Perkins A4.236 01/83 -
MASSEY-FER MF 375 Perkins A4.236 01/83 -
MASSEY-FER MF 390 Perkins A4.236 01/83 -
MASSEY-FER MF 398 Perkins AT4.236 01/83 -
MASSEY-FER MF 399 Perkins A6.354.4 01/83 -
MASSEY-FER MF 487 01/69 - 01/73
MASSEY-FER MF 50 10TD Perkins A4.236 01/82 - 01/85
MASSEY-FER MF 50 10TD Perkins A4.318 01/84 -
MASSEY-FER MF 50 9TD Perkins A4.212 01/84 -
MASSEY-FER MF 50 EX Perkins A4.236 01/84 -
MASSEY-FER MF 506 Combine 01/75 -
MASSEY-FER MF 510 01/69 - 12/97
MASSEY-FER MF 520 Combine Perkins A6.354 01/71 -
MASSEY-FER MF 525 Combine Perkins A6.354 01/71 -
MASSEY-FER MF 592 Perkins A4.318 01/72 - 01/82
MASSEY-FER MF 595 Perkins A4.318 01/72 - 01/82
MASSEY-FER MF 620 Perkins A6.372 01/71 -
MASSEY-FER MF 625 Perkins A6.372 01/71 -
MASSEY-FER MF 675 Perkins A4.236 01/82 -
MASSEY-FER MF 685 01/71 -
MASSEY-FER MF 690 Perkins A4.248 01/82 -
MASSEY-FER MF 698 Perkins A4.318.2 01/85 -
MASSEY-FER MF 699 Perkins A6.354.4 01/85 -
MASSEY-FER MF 9500 Perkins A6.354
MASSEY-FER TX 45
MASSEY-FER 374 F/S/V Perkins A4.236
MASSEY-FER 384 F/S Perkins A4.236
MASSEY-FER 394 F/S A4.248

MF 185 01/75 - 01/78
MOTOR IBERICA MF 285 E480 01/76 -

4.203LH - 12/97
PERKINS 6.354 - 12/97
PERKINS A4.236
PERKINS A4.248
PERKINS A6.354.4
PERKINS AT6.354.4
PERKINS D3.152 - 12/97
PERKINS T4.236
PERKINS T4.248

70-12 SP Perkins 4.236
RENAULT AGRI 70-14 SP Perkins 4-236
RENAULT AGRI 701-4F Perkins 4.236
RENAULT AGRI 70-32 PA/PE/PS/PX Perkins 4.236
RENAULT AGRI 70-34 PA/PE/PS/PX Perkins 4.236
RENAULT AGRI 80-12 SP Perkins 4.248
RENAULT AGRI 80-14 SP Perkins 4.248
RENAULT AGRI 80-32 PA/PE/PS/PX Perkins 4.248
RENAULT AGRI 80-34 PA/PE/PS/PX Perkins 4.248
RENAULT AGRI CERES 75 2x4/4x4 Perkins 4.236
RENAULT AGRI CERES 75X 2x4/4x4 Perkins 4.236
RENAULT AGRI 4512/4514 4390 / A4.236
RENAULT AGRI
RENAULT AGRI
RENAULT AGRI

MOTOR IBERICA

PERKINS

RENAULT AGRICULTURE
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Víko přední . . . . . . . . . . . . . . . . . . . . . Cat. No. 6955330
Front bracket
Náhon pastorku . . . . . . . . . . . . . . . . . . . . . Cat. No. 7152060
Pinion drive

Hřídel pastorková . . . . . . . . . . . . . . . . . . . . Cat. No. 3371150
Pinion shaft

2.2 Ložisko
Bearing
Volnoběžka sestavená . . . . . . . . . . . . . . . . . . . . Cat. No. 7157980
Clutch drive assy

2.4 Ložisko
Bearing
Volnoběžka . . . . . . . . . . . . . . . . . . . . Cat. No. 7157970
Clutch

Víko převodové . . . . . . . . . . . . . . . . . . . . Cat. No. 6956560
Gear bracket
Kotva sestavená . . . . . . . . . . . . . . . . . . . . Cat. No. 715154A
Armature assy

5 Stator s držákem kartáčů . . . . . . . . . . . . . . . . . . . . Cat. No. 7153821
Stator with brush holder

5 Nosič kartáčů sestavený . . . . . . . . . . . . . . . . . . . . Cat. No. 7151611
Brush holder assy

5 Sada kartáčů . . . . . . . . . . . . . . . . . . . . Cat. No. 7154380
Brush set

6 Spínač sestavený . . . . . . . . . . . . . . . . . . . . Cat. No. 7155885
Contactor assy

6 Víčko sestavené . . . . . . . . . . . . . . . . . . . . Cat. No. 7154040
Lid assy

6 Pružina . . . . . . . . . . . . . . . . . . . . Cat. No. 4600207
Spring

7 Páka vysouvací . . . . . . . . . . . . . . . . . . . . Cat. No. 5233940
Operation lever

8 Víko zadní . . . . . . . . . . . . . . . . . . . . Cat. No. 165843C
Rear bracket

1.0

2.0

2.1

2.3

2.5

3.0

4.0

.0

.1

.2

.0

.1

.2

.0

.0

. . . . . . . . . . . . . . . . . . . . Cat. No. 324165033

. . . . . . . . . . . . . . . . . . . . Cat. No. 324165032

Poznámka
Note
1. Spínač sestavený bude dodáván včetně 3ks šroubů M5x45.

Contactor assy will be supplied with 3 pcs. screw M5x45.
2. Víko převodové bude dodáváno včetně ložiska HK2212, komínku a ucpávky

Transmission cover will be supplied with bearing HK2212, dewatering and sealing.
3. Pastorková hřídel bude dodávána včetně pružiny, zajišťovacího a pojistného kroužku.

Pinion shaft will be supplied with shoting spring, stop ring and lock spring.
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